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ZERTIFIKAT ¢ CERTIFICATE ¢

Product Service

CERTIFICATE

No. Z2 18 05 10256 275

Holder of Certificate: Berliner Seilfabrik GmbH & Co.
Lengeder Strale 4
13407 Berlin
GERMANY

Certification Mark:

Product: Combination playing construction

The product was tested on a voluntary basis and complies with the essential requirements. The
certification mark shown above can be affixed on the product. It is not permitted to alter the
certification mark in any way. In addition the certification holder must not transfer the certificate
to third parties. See also notes overleaf.

Test report no.: 713125107-08
Valid until: 2023-05-24
Date, 2018-05-28 ( Michael Weber )
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ZERTIFIKAT & CERTIFICATE ¢

Product Service
CERTIFICATE
No. Z2 18 0510256 275

Model(s): 90.295.600.1 Roo M.01, 90.295.600.2 Roo M.02,
90.295.600.3 Roo M.03, 90.295.500.1 Roo S.01,
90.295.100.1 Spoo M.01, 90.295.000.1 Spoo S.01,
90.296.001 SpooRoo Combi.01,
90.296.002 SpooRoo Combi.02,
90.296.003 SpooRoo Combi.03

Parameters: Steel posts, @ 101.6 mm, wall thickness 4 mm,

powder-coated in epoxy-polyester annealing system,
coloured

Frameworx-® aluminium balls, @ 200 mm,
powder-coated, with EPDM lens
sealed

Roof, side walls contour-milled from
fully coloured HPDE panel, 19 mm thick

Panels, ramps, counters made from anti-slip
HPL panels, thickness 19 mm

U-rope round strand cable with strand cores and
rope core made of galvanised wires,

outer strands sheathed in polyester yarn,

@ mind 16 mm.

Further technical data see attachment.

Tested EN 1176-1:2017
according to: EN 1176-3:2017
Production 10256
Facility(ies):
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Attachment Nr. Z2 18 05 10256 275

Product Service

90.295.600.1 Roo M.01
Dimensions (LxW x H): 1.6x4.5x2.1m
Free fall height: 0.90 m

90.295.600.2 Roo M.02
Dimensions (L x W x H): 4.81 x 2.09 x 2.08 m
Free fall height: 0.92m

90.295.600.3 Roo M.03
Dimensions (L x W x H): 4.74 x 1.90 x 2,08 m
Free fall height: 0.90 m

90.295.500.1 Roo S.01
Dimensions (LxW xH): 1.6 x 26 x1.7m
Free fall height: 0.45m

90.295.000.1 Spoo S.01
Dimensions (LxW xH): 20x23x22m
Free fall height: 0.45 m

90.295.100.1 Spoo M.01
Dimensions (L xW x H): 3.7 x2.4x 2.7 m
Free fall height: 0.90 m

90.296.001 SpooRoo Combi.01
Dimensions (LxW xH): 8.5x5.8x2.7m
Free fall height: 0.90 m

90.296.002 SpooRoo Combi.02
Dimensions (L x W x H): 1.8 x3.3x2.2m
Free fall height: 0.45 m
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90.296.003 SpooRoo Combi.03
Dimensions (L x W x H): 2.3x6.9x 2.2 m
Free fall height: 0.90 m
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