Palmetto Saucer - Product Specification
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Palmetto Saucer

Greenville is the newest award-winning creation of Berliner Seilfabrik.
As an accessible multi-user swing the Palmetto Saucer convinces through sharing fun. Heavy-duty engineering concealed behind a subtle,
though striking design.

Palmetto Saucer - at a glance.

Product Family: Greenville Number of Foundations: 2pc

Item Number: 95.190.578 Concrete Volume C20/C25: 0.7 m3 (25 ft’)
Children’s Age: 3+ Number of skilled installers required: 2

Fall Height (DIN EN 1176): 1,45 m (4'-9”) Installation Time without foundation: 2 hours
Length x Width x Height: 29mx1.0mx2.0m Dimensions of largest part: 0.1mx0.1mx3.1m

97" x 3'-4" x 6'-7"

4" x 4" x 10'-2"

Protective Surfacing Area (DIN EN 1176): - Weight of heaviest part: 41.2 kg (91 Ibs)
Protective Surfacing Area (ASTM 1487): 6.6mx6.1m Shipping Volume: Upon request
21-7"x19-11" Spare part guarantee: Lifelong

Minimum space required DIN EN 1176: -
Minimum space required ASTM 1487: 28.2 m2 (304 sf)

Technical Data.
The following text can also be used for tenders.

Suspension ropes:
U-Rope®-round strand ropes with galvanized and covered wires: external strands
with non-abrasive UV-resistant Polyester-yarn (no Polypropylene); rope-diameter

@16 mm (5/8") Post:
Steel pipes @ 101.6 mm with a round cast aluminum post top;
Seat: anti-corrosion treatment and color finish: sandblasting and

@ 1,0 m (3'-3 3/8"); galvanized steel ring covered with shock-absorbing material solvent-free zinc-/ epoxy-/ polyester-process

and wrapped with fiber rope (@ 20 mm); coil: 115 mm x 95 mm); tight-knit net
made of Usacord rope (16 mm) is hung into the ring
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